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LOCAL LAWS. PERMITTEE SHALL APPLY FOR A REVISION FOR ANY WORK NOT ACCORDING TO THE
APPROVED PLANS.

PERMITTEE /CONTRACTOR SHALL ARRANGE A PRECONSTRUCTION CONFERENCE WITH THE CITY’S
INSPECTOR(S) PRIOR TO BEGINNING ANY WORK.

© 2010 THE BLUELINE GROUP

10.

11.

DIRECTOR’S APPROVAL, REMOVE ALL SEDIMENT DEPOSITION RESULTING FROM PROJECT RELATED WORK.

ALL WORK PERFORMED SHALL BE PER APPROVED PLANS AND SPECIFICATIONS ONLY. THE PERMITTEE
IS REQUIRED TO MAINTAIN A SET OF APPROVED PLANS AND SPECIFICATIONS AND ASSOCIATED
PERMITS ON THE JOB SITE. WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL FEDERAL, STATE,
AND LOCAL LAWS.

AS THE FIRST ORDER OF BUSINESS, THE PERMITTEE SHALL INSTALL EROSION PREVENTION AND
SEDIMENT CONTROL MEASURES PER THE ESC AND SHALL INSTALL THE DOWNSTREAM TEMPORARY ESC
MEASURES BEFORE ANY SITE DISTURBANCE OCCURS. BEFORE THE TEMPORARY MEASURES ARE
REMOVED, INSTALL AND ESTABLISH THE UPSTREAM PERMANENT ESC MEASURES.

NOTE

UNDERGROUND UTILITY NOTE

DRIVEWAY GRADE NOT TO EXCEED 15Z

BLDG 4, 5, 6, 7, 8 & 9 TO HAVE FIRE SPRINKLER
SYSTEM.

EACH BUILDING WITH FIRE SPRINKLER SYSTEM TO
HAVE 17 WATER METER. ALL OTHER BUILDINGS TO
HAVE 5/8" METER.

UNDERGROUND UTILITIES ARE SHOWN IN THE APPROXIMATE LOCATION. THERE IS
NO GUARANTEE THAT ALL UTILITY LINES ARE SHOWN, OR THAT THE LOCATION,
SIZE AND MATERIAL IS ACCURATE. THE CONTRACTOR SHALL UNCOVER ALL
INDICATED PIPING WHERE CROSSING, INTERFERENCES, OR CONNECTIONS OCCUR
PRIOR TO TRENCHING OR EXCAVATION FOR ANY PIPE OR STRUCTURES, TO
DETERMINE ACTUAL LOCATIONS, SIZE AND MATERIAL. THE CONTRACTOR SHALL
MAKE THE APPROPRIATE PROVISION FOR PROTECTION OF SAID FACILITIES. THE
CONTRACTOR SHALL NOTIFY ONE CALL AT 1-800—-424—-5555 AND ARRANGE
FOR FIELD LOCATION OF EXISTING FACILITIES BEFORE CONSTRUCTION.
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PRIOR TO STARTING CONSTRUCTION, CONTACT ONE—CALL (1—800—424—5555) FOR UTILITY LOCATIONS. 3. WORK IN ROADWAYS: 12. THE PERMITTEE SHALL AT ALL TIMES PROTECT SENSITIVE AREAS, THEIR BUFFERS, AND ADJACENT 233 m m D.
A. ALL WORK IN ROADWAYS SHALL MEET TMC 11 AND THE FOLLOWING: PRIVATE PROPERTIES AND PUBLIC RIGHTS—OF—WAY OR EASEMENTS FROM DAMAGE DURING GRADING EX FIRE lu
CONTACTS B. PRIOR TO ANY ACTIVITY IN CITY RIGHT-OF—WAY, THE PERMITTEE SHALL PROVIDE THE CITY A OPERATIONS. THE PERMITTEE SHALL RESTORE, TO THE STANDARDS IN EFFECT AT THE TIME OF THE HYDRANT <
TRAFFIC CONTROL PLAN FOR REVIEW AND APPROVAL. THE TRAFFIC CONTROL PLAN SHALL ISSUANCE OF THE PERMIT, SENSITIVE AREAS, THEIR BUFFERS, AND PUBLIC AND PRIVATE PROPERTIES 2 -
PROJECT MANAGER: TBD INCLUDE THE LOCATION, ADDRESS AND DESCRIPTION OF TRAFFIC FLOW DURING THE WORK AND AND IMPROVEMENTS DAMAGED BY THE PERMITTEE'S OPERATIONS. Z o~
DESIGN ENGINEER:  THE BLUELINE GROUP, (425) 216—4051 X231 SHALL MEET MUTCD REQUIREMENTS. ~ < >
OWNER: TODD SMITH, (253) 691—8191 C. ALL WORK REQUIRING LANE CLOSURES MUST BE BY PERMIT ONLY. FROM THE THIRD THURSDAY IN 13. PERMITTEE SHALL ARRANGE FOR AND COMPLY WITH THE FOLLOWING:
’ NOVEMBER TO THE FOLLOWING JANUARY 2ND, THE DIRECTOR DOES NOT ALLOW LANE CLOSURES < Q -~
GENERAL IN THE TUKWILA URBAN CENTER. A. NOTIFY THE PUBLIC WORKS DEPARTMENT WITHIN 48 HOURS FOLLOWING INSTALLATION OF ESC u
D. FIRE, PEDESTRIAN, AND VEHICULAR ACCESS TO BUILDINGS SHALL BE MAINTAINED AT ALL TIMES, MEASURES. m
1. LOCATIONS SHOWN FOR EXISTING UTILITIES ARE APPROXIMATE. EXCEPT WHEN PERMITTEE HAS PERMISSION FROM THE BUILDING OWNER AND THE DIRECTOR TO B. OBTAIN PERMISSION IN WRITING FROM THE PUBLIC WORKS DEPARTMENT PRIOR TO MODIFYING THE < >.
CLOSE AN ACCESS. ESC PLAN. Q ',u
E. ALL ROADWAYS SHALL BE KEPT FREE OF DIRT AND DEBRIS USING STREET SWEEPERS. USE OF C. MAINTAIN ALL ROAD DRAINAGE SYSTEMS, STORM WATER DRAINAGE SYSTEMS, CONTROL MEASURES u
2 %BL_EZ‘JSJT_ 3‘7975 OURS BEFORE STARTING PROJECT SITE WORK, NOTIFY THE UTILITIES INSPECTOR AT WATER TRUCKS FOR CLEANING ROADWAYS REQUIRES PREAPPROVAL FROM THE DIRECTOR. AND OTHER FACILITIES AS IDENTIFIED IN THE ESC PLAN. m
F. INSTALL STEEL PLATES OVER ANY TRENCH, AT ANY TIME WORK IS STOPPED AND THE TRENCH IS D. REPAIR ANY SILTATION OR EROSION DAMAGES TO ADJOINING PROPERTIES AND DRAINAGE < <
3. REQUEST A PUBLIC WORKS UTILITY INSPECTION AT LEAST 24 HOURS IN ADVANCE BY CALLING LEFT OPEN. FACILITIES. <
206—433—0179. E. INSPECT ACCORDING TO THE APPROVED ESC INSPECTION SCHEDULE AND MAKE NEEDED REPAIRS <
GRADING AND EROSION CONTROL NOTES IMMEDIATELY. 2
4. THE CONTRACTOR ASSUMES SOLE RESPONSIBILITY FOR WORKER SAFETY, AND DAMAGE TO : <
STRUCTURES AND IMPROVEMENTS RESULTING FROM CONSTRUCTION OPERATIONS. 1. THE EROSION PREVENTION AND SEDIMENT CONTROL (ESC) MEASURES ON THE APPROVED PLANS ARE UTILITY NOTES F ln -y, 4
MINIMUM REQUIREMENTS. u 2
1. ALL TRENCH EXCAVATION OPERATIONS SHALL MEET OR EXCEED ALL APPLICABLE SHORING LAWS FOR ~
> EZ%RCE?VNTT’Z’?)%O@FS’Z?TL# /j? ‘/T@Kﬂ,,,}f AP g@%{@,&g}%‘; g%%[}ﬁgg AZ}',E 5‘5’75,8 ‘fﬁDP é*o‘%g‘rﬁlygng,\, 2. BEFORE BEGINNING ANY CONSTRUCTION ACTIVITIES, ESTABLISH THE CLEARING LIMITS, INSTALL TRENCHES OVER 4—FEET DEEP. ALL TRENCH SAFETY SYSTEMS SHALL MEET WISHA REQUIREMENTS. D_ N ~— g
STANDARDS AVAILABLE AT THE JOB SITE CONSTRUCTION ENTRANCE, AND INSTALL EROSION PREVENTION AND SEDIMENT CONTROL MEASURES. lu [‘l]
POWER, CABLE, FIBER OPTICS, AND TELEPHONE LINES SHALL BE IN A TRENCH WITH A 5'MINIMUM lu | ¥
6. ALL WORK SHALL CONFORM TO THESE APPROVED DRAWINGS. ANY CHANGES FROM THE APPROVED 3. BEFORE ANY GROUND DISTURBANCE OCCURS, ALL DOWNSTREAM EROSION PREVENTION AND SEDIMENT HORIZONTAL SEPARATION FROM OTHER UNDERGROUND UTILITIES. EX ROW 544 TO 58°+ . EX ROW ["] lll
PLANS REQUIRE PRE—APPROVAL FROM THE OWNER, THE ENGINEER, AND THE CITY OF TUKWILA. CONTROL MEASURES (ESC) MUST BE CONSTRUCTED AND IN OPERATION. INSTALL AND MAINTAIN ALL EX ROW 2 =] u :
ESC MEASURES ACCORDING TO THE ESC PLAN. ADJUST ALL MANHOLES, CATCH BASINS, AND VALVES IN PUBLIC RIGHTS—OF—WAY OR EASEMENTS ROW @ ~ m ~
7. ALL METHODS AND MATERIALS SHALL MEET CITY OF TUKWILA DEVELOPMENT GUIDELINES AND DESIGN AFTER ASPHALT PAVING. ‘ 18+ ‘ Z
AND CONSTRUCTION STANDARDS, UNLESS OTHERWISE APPROVED BY THE PUBLIC WORKS DIRECTOR. 4. ESC MEASURES, INCLUDING ALL PERIMETER CONTROLS, SHALL REMAIN IN PLACE UNTIL FINAL SITE ‘ EX PAVEMENT = ‘ '-L
CONSTRUCTION IS COMPLETED AND PERMANENT STABILIZATION IS ESTABLISHED. STORM_DRAINAGE NOTES 5 r 16" D
8 CONTRACTOR SHALL MAINTAIN A CURRENT SET OF RECORD DRAWINGS ON-SITE. ‘ —spEwark " FANTER ‘ D
5. FROM MAY 1 THROUGH SEPTEMBER 30, PROVIDE TEMPORARY AND PERMANENT COVER MEASURES TO 1. ALL METHODS AND MATERIALS SHALL MEET CITY OF TUKWILA DEVELOPMENT GUIDELINES AND DESIGN ,
9. CONTRACTOR SHALL PROVIDE RECORD DRAWINGS PRIOR TO PROJECT FINAL APPROVAL. PROTECT DISTURBED AREAS THAT WILL REMAIN UNWORKED FOR SEVEN DAYS OR MORE. AND CONSTRUCTION STANDARDS, AND THE CURRENT KING COUNTY SURFACE WATER DESIGN MANUAL, ‘ (TYP) STRIP 0.5 ‘ u >.
UNLESS OTHERWISE APPROVED. (TYP) (TYP) ~
10. PROVIDE TRAFFIC CONTROL AND STREET MAINTENANCE PLAN FOR PUBLIC WORKS APPROVAL BEFORE 6. FROM OCTOBER 1 THROUGH APRIL 30, PROVIDE TEMPORARY AND PERMANENT COVER MEASURES TO | <7 Y4 \ ~
IMPLEMENTATION. PROTECT DISTURBED AREAS THAT WILL REMAIN UNWORKED FOR TWO DAYS OR MORE. IN ADDITION TO MARK ALL STORM DRAIN INLETS WITH ‘DUMP NO WASTE” AND EITHER ‘DRAINS TO STREAMS” ‘DRAINS X 2.0%
COVER MEASURES, THE CONTRACTOR SHALL: TO WETLANDS”" OR ‘DRAINS TO GROUNDWATER" AS APPLICABLE. \I\P* = — Q
11. ALL SURVEYING FOR PUBLIC FACILITIES SHALL BE DONE UNDER THE DIRECTION OF A WASHINGTON A. PROTECT STOCKPILES AND STEEP CUT AND FILL SLOPES IFF UNWORKED FOR MORE THAN 12 A T
LICENSED LAND SURVEYOR. VERTICAL DATUM SHALL BE NAVD 1988. HORIZONTAL DATUM SHALL BE HOURS. DRIVEWAY CULVERTS SHALL BE OF SUFFICIENT LENGTH TO PROVIDE A MINIMUM 3:1 SLOPE FROM THE L VERTICAL CURB TS‘;V@T
WASHINGTON STATE (GRID) COORDINATES, NORTH ZONE, USING NAD 83/91 SURVEY CONTROL AND B. STOCKPILE, ON SITE, ENOUGH COVER MATERIALS TO COVER ALL DISTURBED AREAS. EDGE OF THE DRIVEWAY TO THE BOTTOM OF THE DITCH. CULVERTS SHALL HAVE BEVELED END
& GUTTER
TIED TO ANY TWO CITY OF TUKWILA HORIZONTAL CONTROL MONUMENTS FOR PROJECTS WITHIN A C. BY OCTOBER 8, SEED ALL AREAS THAT WILL REMAIN UNWORKED DURING THE WET SEASON SECTIONS THAT MATCH THE SIDE SLOPE. 27 CLASS B ASPHALT
FLOOD CONTROL ZONE, THE PERMITTEE SHALL PROVIDE CONVERSION CALCULATIONS TO NGVD 1929. (OCTOBER 1 THROUGH APRIL 30). MULCH ALL SEEDED AREAS.
4" cSTC
12. REPLACE OR RELOCATE ALL SIGNS DAMAGED OR REMOVED DUE TO CONSTRUCTION. 7. FAILURE TO MAINTAIN ESC MEASURES IN ACCORDANCE WITH THE APPROVED MAINTENANCE SCHEDULE ”
MAY RESULT IN THE WORK BEING PERFORMED AT THE DIRECTION OF THE DIRECTOR AND ASSESSED 2" GRAVEL BASE
13. RETAIN, REPLACE OR RESTORE EXISTING VEGETATION IN RIGHTS—OF—WAY, EASEMENTS, AND ACCESS AS A LIEN AGAINST THE PROPERTY WHERE SUCH FACILITIES ARE LOCATED.
TRACTS.
8. DURING THE LIFE OF THE PROJECT, THE PERMITTEE SHALL MAINTAIN IN GOOD CONDITION AND A A A A
CONSTRUCTION PROMPTLY REPAIR, RESTORE, OR REPLACE ALL GRADE SURFACES; WALLS, DRAINS, DAMS, MACAD M RO D 5
e STRUCTURES, VEGETATION, EROSION AND SEDIMENT CONTROL MEASURES, AND OTHER PROTECTIVE PR
1. ALL WORK PERFORMED SHALL BE PER APPROVED PLANS AND SPECIFICATIONS ONLY. THE PERMITTEE DEVICES IN ACCORDANCE WITH APPROVED PLANS. N
IS REQUIRED TO MAINTAIN A SET OF APPROVED PLANS, SPECIFICATIONS, AND ASSOCIATED PERMITS
ON THE JOB SITE. WORK SHALL BE PERFORMED IN ACCORDANCE WITH ALL FEDERAL, STATE, AND 9. THE PERMITTEE SHALL MONITOR THE DOWNSTREAM DRAINAGE FEATURES, AND SHALL, WITH THE
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